
Loyal | 23192 CAK/W33 + AOHX 3192 G

  Bearing No. 23192 CAK/W33 + AOHX 3192 G

D 760 mm

B 240 mm

b 22.3 mm

K 12 mm

G Tr 480x5

Size (mm) 760x440x240

Width (mm) 240

d2 555 mm

G1 480 mm

G1 43 mm

B1 285 mm

d1 440 mm

D1 666 mm

B1 285 mm

d1 440 mm

Bearing number 23192 CAK/W33 +
AOHX 3192 G

Limiting speed 800 r/min

Reference speed 430 r/min

Da max. 728 mm

ra max. 6 mm

da min. 480 mm

Bore Diameter (mm) 760

Outer Diameter (mm) 440

ra - max. 6 mm

Calculation factor e 0.3

Da - max. 728 mm

da - min. 480 mm

r1,2 min. 7.5 mm

296 mm
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B2 ?

Page 2/3



Loyal | 23192 CAK/W33 + AOHX 3192 G

D1 ? 666 mm

d2 ? 555 mm

Mass bearing + sleeve 465 kg

r1,2 - min. 7.5 mm

Calculation factor - e 0.3

Basic dynamic load
rating C

6760 kN

Basic dynamic load
rating - C

6760 kN

Fatigue load limit Pu 680 kN

Calculation factor Y1 2.3

Calculation factor Y2 3.4

Calculation factor Y0 2.2

Calculation factor - Y2 3.4

Calculation factor - Y1 2.3

Fatigue load limit - Pu 680 kN

Basic static load rating
C0

10800 kN

Basic static load rating -
C0

10800 kN

Powered by TCPDF (www.tcpdf.org)

Page 3/3

http://www.tcpdf.org

